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Dryden Aqua AFM® Activated Filtration Media. 

 
Replaces sand in all filtration applications. AFM® is manufactured from a specific glass type and processed to obtain 
the optimum particle size and shape. It is then activated to increase the surface area by 300 times over crushed glass 

or sand. The high surface area is negatively charged (zeta potential) to adsorb TOC organics and small particles. 

It also has permanent metal oxide catalysts creating a high redox potential to make AFM® self sterilizing. 
AFM® is the only activated glass filter media available, and is more efficient and cost-effective than any other filtration 
media. AFM® is certified under Regulation 31 in the UK and International NSF61. 
It is also in compliance with European Water Directive (98/83/EC) & (80/778/EEC). 

 
How to use AFM®  Activated Filtration Media and media loading calculations; 

 

Simply replace the sand in your media filters with AFM®.  
AFM® has a lower density than sand so you need 15 % less AFM® by weight than sand. 
E.g. if your filter takes 200 kg [or 5 x 40kg bags of silica  sand] it will only require: 
200 x 0.85 = 170 kg of AFM®. 
 
Recommended bed depth (total) for commercial filters > 1200 mm. 
 
Grade 1 = 0.5 to 1 mm, top of filter bed, 70 % 
Grade 2 = 1 to 2 mm support media, below grade 1, 15 % 
Grade 3 = 2 to 6 mm support media below grade 2, 15 % 

*Sand in bags – 40kg and AFM in 25kg bags 

 
 

AFM® is a highly engineered filtration media manufactured from 

green container glass as a raw material.  

The following report relates only to the mechanical filtration 

performance. The tests were conducted on clean media. It is 

known that sand and non-activated crushed glass media will 

become a bio-filter over a period of a few months. The bacteria 

adversely affect mechanical filtration performance and promote 

wormhole channelling. Bio fouling and there for channelling does not 

happen with AFM®. 

Technical leaflets on request. 
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 Nimbus Water Technologies – For technical assistance, call 083 3796996 

 

NOTES; 


