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Nimbus Water Technologies – Rain Water 

Harvesting & Filtration System Options

ABOVE - Typical rain water harvesting project with gutter conversions, water from roof 
area first filtered via FIRST FLUSH SYSTEM into holding tanks. From Tanks through triple 
filtration, 2 x sediment filtration & carbon filtration to 5um and final treatment, Ultra Violet 
– treating all the water going into the home, lodge, B&B, or commercial office building, on 
demand.

Municipal water back up system plus rain water 
harvesting water treatment system for office block

Domestic - Municipal water back up system plus rain 
water harvesting water treatment system

Client brief. Provision for water “outages” – Harvest rain water in 
season and connect mains water supply to tank as well. 

Water to be safe, meet SANS241 requirements for all purpose & 
drinking water in the home. 

Installed processes – Gutter conversions with First Flush System 
for water to receiving tank, mains to tank via pump & filtration & 
UV to home – all water into home treated & safe for drinking.

Municipal water back up system plus rain water 
harvesting water treatment system for office block

Client required a water buffering system for stages/times that the 
office building has no water supply. Large staff and high water 
usage. Water in reserve/available any time, 5000lt.

Installed process – Water receiving tank, high volume multi media 
filtration of sediment & toxins. Treated water to clean water tank. 
Via twin pump set and ultra violet, water on demand supplied to 
building for all purpose use.

All water supplied to building for usage, complies with SANS241 
for drinking water.

Domestic water back up system - rain water 
harvesting system  for irrigation

Client brief – catch rain water in season and use for IRRIGATION 
only

Installed processes – Gutter conversions with First Flush System 
for water to receiving tank, from tank via pump & installed garden 
type tap, connect garden hose or irrigation system after pump to 
offer water under pressure.

Municipal water back up system plus rain water 
harvesting water treatment system for domestic or 
commercial

Client brief. Provision for water “outages” – Harvest rain water in 
season and connect mains water supply to tank as well. 

Water to be safe, meet SANS241 requirements for all purpose & 
drinking water in the home. 

Installed processes – Gutter conversions with First Flush System 
for water to receiving tank, mains to tank via pump & filtration & 
UV to home – all water into home treated & safe for drinking.
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