
Inline Water Filtration Systems 

PS10
10" BB Stiro upflow pre-filter, 10" BB micron Sediment Filter, 10" BB 
Activated Carbon Filter mounted on Stainless Steel Bracket

 

• Omni In-line 
Dosing Unit with by-pass manifold  

• PVC flocculation manifold fitted with automatic mixers  
• All mounted on painted Steel Skid  
• Flowrate up to 5000 lt/hr  
• Cleans and sterilizes any dam, river or borehole water that is not 

clear  
• Kills all germs and bacteria  
• Producing clean, bacteria free, tasteless, oudorless, chlorine free 

drinking water  
• R9,500.00(Excl.VAT) 

 
  

 

PS20
20" BB Stiro upflow pre-filter, 
20" BB micron Sediment Filter, 
20" BB Activated Carbon Filter 
mounted on Stainless Steel 
Bracket

• Omni In-line Dosing Unit 
with by-pass manifold  

• PVC flocculation 
manifold fitted with 
automatic mixers  

• All mounted on painted 
Steel Skid  

• Flowrate up to 10 000 
lt/hr  

• Cleans and sterilizes 
any dam, river or 
borehole water that is 
not clear  

• Kills all germs and 
bacteria  

• Producing clean, 
bacteria free, tasteless, 
oudorless, chlorine free 
drinking water  

• R14,500.00(Excl.VAT) 
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